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This document, as well as the product described in it, is furnished under license and may be
used or copied only in accordance with the terms of such license. The content of this document
is furnished for informational use only, is subject to change without notice, and should not be
construed as a commiitment by Elections Systems & Software, Inc. Election Systerns & Software,
Inc., assumes no responsibility or liability for any errors or inaccuracies that may appear in this
document, Except as permitted by such license, no part of this publication may be reproduced,
stored in a retrieval system, or transmitted, in any form or by any means, electronic, mechanical,
recording, or otherwise, without the prior written permission of Election Systems & Software, Inc.

Disclaimer

Election Systems & Software does not extend any warranties by this document. All product in-
formatioh and material disclosure contained in this document is-furnished subject to the terms
and conditioris of a purchase or lease agreement. The only warranties made by Election Systems
& Software ate contained in such agreements. You should énsure that the use of this equipment
complies with all legal or other obligations of their governmental jurisdictions.

All products _descr’i:bed in this document are registered trademarks of Election Systems & Soft-
ware Ine. All other products mentioned are the sole property of their respective manufacturers.

Proprietary Information

ES&S has identified and appropriately marked relevant portions of this docurment, which it con-
siders confidential and proprietary. We request confidential treatment by the EAC of such infor-
mation and would expect that such information is exempt from required disclosure. In the event
a third-party requests disclosure of information which ES&S considers confidential and propri-
etary, we would ask that the EAC notify ES&S of such requested disclosure in order to provide us
with an opportunity to seek exemption from disclosure.

The document sections referenced below contain Election Systems and Software, Inc. (ES&S)
confidential information, which is provided for the sole purpose of permitting the recipjent, to
evaluate the ES&S Voting System submitted herewith. The following sections are designated as
"Propristary and Confidential” by Election Systems & Software.
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DS200 Digital Precinct Scanner
Poll Worker Learning Plan

Learning Objectives
This course will provide you with the skills to successfully use the DS200 in your jurisdiction,
Upon completion of this course, you will be able to:

=Set up the DS200 for voting
»Assist voters in using the DS200

Agenda
¢Understanding the DS200.
*Using the DS200 for Voting
»Applying what you have learned

5200 Digital Precinct Scannar | EVS 6.0.5.0 | Poll Worker Gulde v 1.1 Page | 5




®
DS200 Digital Precinct Scanner

Product Overview & Ballot Box Components




Digital Scanner Components




Preparing the DS200 for Use

DSzo00 Scanner Setup
The DS200 uses two different keys: a standard
silver key and a barrel key.

The silver key is used only for the ballot box,
carrying case, and optional blue bin locks. The
barrel key is used only for locks on the DS200
scanner. You will need both keys to open and
start the DS200,

Open the front of the carrying case by using the
silver ballot box key and unlatching the two front
tabs,

More information: DS200 Operators Guide, p. 53

achine is plugged in to AC power, the
should automatically power on when the

er sh
scréen js lifted.
If the seanner does not -automatically power
on, use the barrel key tc open the Front Access
Compartment and press the Power button.

Preparing the Printer Tape

The DS200 contains an internal thermal printer
for reports. To change a tape roll, open the Front
Access Compartment and press the biue lever.

Replace the tape roll and pull the end of the
paper out of the tape opening with the treated
side facing the right side of the opening.

NOTE: Thermal treated side of paper will leave
gray streak when scratched,

Hold the end of the tape roli while pressing firmly
on the printer door to ensure it is locked.

More information: D200 Operator’s Guide, p. 81

Mﬁi‘e 'infe'rmé_titéri:"DSé{jﬁ:L@per&t_éﬁs G‘Uiag; p39 L
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Opening the Polls for Voting

Opening the Poll

Once the Election Definitlon is loaded and all
Admin functions are completed you can open
the poll.

QThisvoﬂhg device |s ready for poll to b opened. Touch Dpen Poll

Election definition found: [ o
l " e o gg‘o“fpou One ~ Allow default reports to complete printing. If you
| rneed to print any additional Zero Totals Reports,

proceed to the next section for instructions.

Pol' Cre

{ Plugged inko electricity!

. Maka sure the election definition i comect and thet there Is report paper In fhe
"vobing miachin bifore continiing with openiney the. pol,

* More information: DS200 Operator's Gulde, p. 104

e 'r'ttopfeview/print. &
Daily Baflot Statzs Accounting |" : -Shou!d you need t prlnt addmonal coples you
I gm‘""“”‘“ - myst.do s0 befb ¢:gol

et 3 52

Event Log ; : .
f| | srowemrovmen i Srr———— iTou h Report Optlons : from the Open Poll
e IO™ Iclicle Afidayit | -s;_rgen ‘and- selecf; the Zero Totals Report Make .-:
A O vetaie

. Go to Voting Mode
F When you are ready to start s¢anning ballots for
~ live voting, touch Go To Voting Mode.

0 The poll s open and the voting deice s now ready for voting, [l C10Se andl lock the Front Access Compartment
For report options press "Report Options’ now, E  using the barrel key.

To start accepting ballots press *Go to Voting Mode”. ¥ Verify the Public Count at the top of the screen
Please close the access door and place the key . is at "0" before voting starts on the first day of
In a secure location, | tabulation or testing. This count will increase by
one each time a ballot is cast.

Shaw M Ferw

Chek your pol werker Iébuetions fo further detals on pol cpenkig baks,

¢ Go o etng ,e’
Cptions © Mede

More information: DS200 Operatar’s Guide, p. 106
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Casting Ballots with the DS200

u-rmmmmmmmm
Trese marks will not count:

Cast Your Baltot
To cast your Ealof Wity vodes that wh
et LR, press CAST,

Return Your Bailot

Prew RETLRY
Ll Oy

as is, or returry it for correctlons The folloMng

Inserting Ballot for Tabulation
You ean scan both paper ballots and printed
ExpressVote cards with the DS200.

When the DS200 is ready for ballots fo be
tabulated, the ballot insertion screen will appear,
providing instructions on how to insert the ballot.

Ballots may be inserted in any orientation. Do nct
push the ballot too hard into the scanner; insert
the leading edge Into the scanner and allow it to
grab and pull the ballot automatically.

More infofiation: DS200 Operators Guide, p. 107

inétances may. prompt. such a message

Blank Ballots:.no voting marks detected
Undervoted Ballots fewer rarks than allowed
ote For" 'number

Overvoted Ballots more marks than al[owed. :
“Vote For” pum_ber

Mofé }'.n‘qur‘iﬁa:tr'qn‘:_'DSZOQ.Qpérataf’s‘Guide,‘ p 2 -

Unreadable Marks on Ballots

An alert message indicating which contest(s}
are impacted may appear if the ballot contains
unreadable marks.

If the ballot is unreadable in its entirety (due to
damage, markings, etc.), the DS200 will return
the ballot automatically and begin beeping.

For any ballot automatically returned, read the
error message on the screen before removing
the ballot. Once the ballot is removed from the
tray, the error message disappears.

More information: DS200 Operator’s Guide, p. 115
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End of Voting

Closing Polls & Printing Reports

To close the poll at the end of voting, open the
Front Access Compartment and push the Close
Poll button, On the touch screen, touch Close

A You have chosen to dlose the pal for this voting device, - Poll to end voting,

To return to voting mode now, press"Don't Ckse - Kesp . Allow the default reports to print. A confirmation
Vating®, | screen appears indicating successful poll closure,
To continua closing the poll, press "Close Poll”, i

If any further report copies are needed, touch

: § Report Options and print. Touch Finished - Turn
() oo o s 1eport pape 1 the st machine beors conthang i l Off if you are ready to power down the scanner,

‘Don't Cloge -
Keep Voting

Marg information: DS200 Operator's Guz‘de, p. 129

Transnuttmg Re ults _ :
' "”rhanual]y, remove the
lia after the D5200 powers
the. USB lnto ERM

; Electnon Defl tion:}
E down ¢ mplete]y

Current Signal Strength

St d 1o C
. 'Admln |con and” enter'the Admlnlstratlon Code
2 Touch Accept :

1 : Touch Transmtssmn and then touch Send Results
to digplay the wireless signal strength Touch
‘Begin Modem Process to send results to. ERM.

Begin Fodem TOUCh OK tO t‘eturn 1o the AdmlnIStl'atIOH Menu
Process Cancel itedem 1 . : S o o

More information: DS200 Qperator’s Guide, p. 143

['Esss ps200- EERRE Power Down Methods
' , Status Bl During early voting, to power down with polls
open, touch the Tools icon and enter the Election
Code. Touch Report Options and select the
Admin icon. Touch Shutdown.

Atthe end of Election Day voting, push the Close
Poll button inside the Front Access Compartment
to access the Admin menu and touch Shutdown.,

System Status

If the polls are closed, you will be directed to the
Voting Device Status screen where you can touch
Shutdown to power down the scanner.

More information: DS200 Operator's Guide, p. 126
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Appendix A: Troubleshooting the DS200

DSzo0 Not Plugged Into Power Source __
PROBLEM: After turning on the D$200 the screen power icon on the top right of the screen shows the
plug is not connected. What does this mean?

CAUSE: The D5$200 is not plugged into the AC power cord or the wall outlet is defective.
SOLUTION: Ensure all power cords are plugged in securely.

REMINDER: there are two parts to the D5200 power supply; make sure the transformer is plugged
into the cord,

Test all outlets using a night light or other small electrical device. If using a strip power cord {not
recommended) assure the strip is turned on. Check D$S200 power cord for damage. If damage is found,
replace the cord.

Reports Not Visible on Paper -

* PROBLEM: The reports are gensrating, but o priting is visible.on the p:

_"O'"p_ﬁh‘ter Uses thermal "p:éiper aﬂdheattransf o
visible print meahs the paper roll is inserted inco
ofthetaperoll. -~ Loy

SOLUT[ON Open the Fr_or_jt‘A__c,c_e#('@dm@rimen,tifgni-;.l_- presstheblue le
_Reinsert the paper roll: with the treated side of the paper to the right

report(s) as necessary.

Cleaning the DS200 Touch Screen & Scanner
PROBLEM; What do | use to clean the exterior of the DS200 including the touch screen?

SOLUTION: TheDS200 touch screen and exterior can be cleaned with isopropyl alcohol wipes or
isopropy! aleohol on soft cloth, Do not spray or apply the isopropy! alcohel directly onto the touch
screen or D$200 scanner

WARNING: Do not use products containing ammonia, such as Windex. This can cause the screen to
become deteriorated over time, Use only isopropy! alcohol for cleaning the touch screen and scanner.

Use canned air to clear any paper dust from the scanner area, taking care to not tip the can upside down
while spraying. Do not shake the can before using the canned air.
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